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Cable tie, black, UV and weather-resistant

Cable ties are used for quick, uncomplicated fixing or bundling

of cables and pipes to cable support systems or other

mounting structures.
Type Dimen- Dimen- Dimen- Tensile Max. Colour Pack.
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565 2.5x75 SWUV 2,5 75 1 80 15 Black 100
565 2.5x100 SWUV | 2,5 100 1 80 22 Black 100
565 2.5x150 SWUV | 2,5 150 13 80 39 Black 100
565 2.5x200 SWUV | 2,5 200 1,3 80 55 Black 100
565 3.6x150 SWUV | 3,6 150 1,4 180 36 Black 100
565 3.6x200 SWUV | 3,6 200 1,4 180 52 Black 100
565 3.6x290 SWUV | 3,6 290 1,4 180 82 Black 100
565 3.6x365 SWUV | 3,6 365 1,4 180 105 Black 100
565 4.8x120 SWUV | 4,8 120 1,5 220 27 Black 100
565 4.8x160 SWUV |48 160 1,6 220 39 Black 100
565 4.8x200 SWUV |48 200 1,6 220 52 Black 100
565 4.8x300 SWUV | 4,8 300 1,5 220 83 Black 100
565 4.8x365 SWUV | 4,8 365 1,5 220 105 Black 100
565 4.8x430 SWUV |48 430 1,5 220 125 Black 100
565 7.6x200 SWUV | 7,6 200 18 530 52 Black 100
565 7.6x300 SWUV | 7,6 300 1,6 530 80 Black 100
565 7.6x380 SWUV | 7,6 380 18 530 105 Black 100
565 7.6x450 SWUV | 7,6 450 2 530 128 Black 100
565 9x760 SWUV 9 760 2 800 227 Black 100

PA  polyamide
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