Technical data sheet

Cable ladder systems

Intersection

Connectors should be ordered separately and in the appropriate quantity.
Horizontal intersection, with intelligent VS rung, for all cable ladder types of 100 mm side
height.

Type Width Pack. Weight Item No.
mm pcs  kg/100 pes.
LK 1020 VSFS |200 |- [1  |1346.400 |6487602
LK 1030 VSFS |300 |- |1 |1448900 |6487604
LK 1045 VS FS |450 |- [1 |1638,000 |6487606
LK 1060 VSFS |600 |- |1 |1795200 |6487608
LK 1075 VSFS | 750 |- |1 |2273400 |e487610
LK 1090 VSFS |900 |- |1 |2502.400 |6487612
LK 10100 VS FS | 1000 | — |1 |2654,300 |6487614
LK 1020 VS FT |200 |- Il1 1435700 |6487582
LK 1030 VS FT |300 |- [l1 |1545000 |6487584
LK 1045 VS FT 450 |- It |1746,600 |6487586
LK 1060 VS FT |600 |- Il1 1914300 |6487588
LK 1075 VS FT | 750 |- Ol |2424200 |6487590
LK 1090 VS FT |900 |- Il |2668400 |6487592
I Dimensions LK 10100 VSFT| 1000 - fl1 12830400 |6487594
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