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Lid FS
 

When using covers outdoors, additional measures against the influence of wind must be
taken.
Unperforated lid for cable trays for direct attachment.

 

100 0,6 3000 8
150 0,6 3000 8
200 0,6 3000 8
300 0,6 3000 8
400 0,7 3000 8
500 0,7 3000 8

Type

GDRL 100 FS
GDRL 150 FS
GDRL 200 FS
GDRL 300 FS
GDRL 400 FS
GDRL 500 FS

Dimen-
sion B
mm

Plate 
thickness
mm

Dimen-
sion L
mm

Dimen-
sion D
mm

Pack.
m

3
3
3
3
3
3

Weight
kg/100 m

69,710
93,260
116,810
163,910
246,180
301,130

Item No.

6480101
6480102
6480103
6480104
6480105
6480106

100 0,6 3000 8
150 0,6 3000 8
200 0,6 3000 8
300 0,6 3000 8
400 0,7 3000 8
500 0,7 3000 8

GDRL 100 FT
GDRL 150 FT
GDRL 200 FT
GDRL 300 FT
GDRL 400 FT
GDRL 500 FT

3
3
3
3
3
3

76,680
102,580
128,490
180,300
270,790
331,240

6483101
6483102
6483103
6483104
6483105
6483106

St Steel

FS Strip-galvanised FT Hot-dip galvanised

  Dimensions


